Update 


-Paintworks Plus 


for the Apple® IIcs™ 


Version 1.01 


Version 1.01 of Paintworks Plus includes some new and 
different features and functions which are not documented 
in the user’s guide. It’s suggested that you review the items 
covered in this Update before you begin learning and using 
Paintworks Plus. 


Pay special attention to the information on using the 
Chooser and the Page SetUp functions, described under 
the heading ‘‘Printing Pictures” beginning on page 3. As 
suggested there, you should use these functions to set up 
the program to work with your printer at the start of your 
first session with Paintworks Plus. 


Your user’s guide is still the best tool for learning to use the 


many fun and powerful features of Paintworks Plus. Use 
this Update as a supplement to the guide. 


ACTIVISION] 


Making a Backup Copy of Paintworks Plus 


You can copy all the files on the Paintworks Plus program 
disk to another floppy disk or to a hard disk. Follow the. 
instructions in your Apple IIGS owner’s guide to copy each 
file to the other disk (you can’t just perform a disk backup 
—you have to copy the files one by one). Copying the 
program disk one file at a time takes about 15 minutes. 


If you’re copying Paintworks Plus onto a hard disk that has 
other applications already on it, keep in mind that 
Paintworks Plus may use versions of ProDOS® and the 
Apple system tools that are later than the version currently 
on your hard disk. If you don’t copy the versions of 
ProDOS and the Apple system tools on the Paintworks Plus 
disk to the hard disk, Paintworks Plus may not work. If | 
you replace the current versions with the versions on the 
Paintworks Plus disk and the other applications already on 
the disk don’t work, you'll have to recopy the current 
versions of ProDOS and the Apple system tools onto the 
hard disk whenever you want to use the other applications. 


You can use a backup copy on either a floppy disk or a hard 
disk to start Paintworks Plus. If you do, a message box 
appears that asks you to insert the master disk. Insert the 
original Paintworks Plus program disk in the disk drive (if | 
the backup disk is there already, eject it first), and click OK. 
When the light on the drive goes off, eject the original 
program disk (and, if the backup copy is ona floppy disk, 
reinsert the backup copy). 
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Using a Large Font Size 


If you're using an Apple IIGS with 512K of memory and you 
use a font in a large size, Paintworks Plus may replace the 
font with 8-point Shaston when it redraws the screen. 


A font in a large size takes up a certain amount of space in 
the computer’s memory, and Paintworks Plus also needs a 
certain amount of memory to redraw the screen (when, for 
example, you move the picture in the drawing window 
with the grabber). If there isn’t enough memory to redraw 
the screen because of the font, Paintworks Plus erases the | 
font and uses the memory the font occupied to redraw the 
screen. It automatically changes the text on the screen from 
the large font to the standard font, 8-point Shaston. 


You can change the text back to the font and size you 
originally chose, but if you do, make sure it’s the last thing 
you do before you save or print the picture. 


FatBits 


When you use FatBits to display part of a picture, the 
pixels (or “bits” of color) are normally separated by a grid 
of white lines. If you press the caps lock key before you | 
choose FatBits from the Goodies menu, the grid is 
displayed in black. The black grid can make it easier for you 
to work with some colors. (See your user’s guide for more 
information about FatBits.) 


The Hand 


To change the drawing tool you’re currently using to the 
hand, hold down the option key. When you release the 

option key, the hand changes back to the tool you were 
using. (See your user’s guide for more information about 
the hand.) 


Saving and Loading Pictures 


The Save dialog box gives you the option of saving a picture 
in Apple Preferred Format, as well as in Paint Format and 
Screen Format. 


If you save a picture in Apple Preferred Format, you can use 
the picture with other software products that accept 
pictures in Apple Preferred Format. 


You can open any picture in Screen, Paint, or Apple 
Preferred Format with Paintworks Plus. That means that 
you can also use pictures created with other software 
products and saved in Apple Preferred Format with 
Paintworks Plus. 


Printing Pictures 


You can now use Paintworks Plus with both a LaserWriter® 
and an ImageWriter®. 


Two new items, Chooser and Page SetUp, have been 
added to the File menu so that you can set up Paintworks 
Plus to work with your printer. 


Be sure to set up your printer before you open or start to. 
create a picture—it should be the first thing you do when 
you start your first session with Paintworks Plus and any 
session in which you plan to print a picture on a different 
printer or with a different printer setup. 


Your printer setup will be stored on your Paintworks Plus 
disk, so be sure that it is not write-protected before starting 
the procedures described below. 


Chooser 


Use Chooser to let Paintworks Plus know what type of 
printer you have connected to your computer and which 
port the printer is connect to. 


To use Chooser: 

e Make sure that the Paintworks Plus program disk is in 
the disk drive that’s active and that it’s not 
write-protected. 

The printer you select is saved on the program disk. 

Paintworks Plus reminds you to put the disk in the drive 

when it’s ready to save your selection if you haven’t 


already done so. 


© Select Chooser from the File menu. 


A dialog box appears. 


Choose Printer 


| Printer type: Printer port: 
IMAGEWRITER iia 


LASERWRITER 
APPLETALK 


° Select one of the printers from the Printer type catalog. 
Use the arrows to scroll the list up or down if you need 
to. 


© Select one of the ports from the Printer port catalog (if 
you're using AppleTalk®, see “Using AppleTalk,” below). 


The buttons in the box give you these choices: 


OK. Click OK when you've selected your 
printer and the port it’s connected to. 


Cancel. Click Cancel to return any settings 
you ve changed to the way they were 
originally and to return to the drawing 
window. 


Using AppleTalk. If you want to use AppleTalk as the 
printer port: 


© Go to the Control Panel—to do so, hold down control 
and the command key, then press esc. 


The drawing window disappears and the Desk | 
Accessories menu appears: 


#@ Desk Accessories 


Control Panel 
filternate Display Mode 
Quit 


Select: 1] 


® Use the arrow keys to highlight Control Panel, then 
press return. 


The Control Panel menu appears. 
© Use the arrow keys to highlight Slots, then press return. 
A listing appears with the settings of your computer’s slots. 
® Use the up and down arrow keys to highlight Slot 1, 


then use the right arrow key to display Your Card next 
to it. 


Note: Make sure Slot 1 is not set to Printer Port, or your 
computer will stop working when you try to use AppleTalk. 


® Use the arrow keys to highlight Slot 7 and set it to 
Built-in AppleTalk. 


e Press return to save the slot settings and to return to the 
Control Panel menu. 


© Select Quit to return to the Desk Accessories menu. 


e Select Quit on the Desk Accessories menu to go back 
to Paintworks Plus. 


© Choose AppleTalk from the Chooser menu and click 
OK. 


e If you’ve made changes in any of the drawing windows 
that are open, save them. 


© Close all the drawing windows, quit Paintworks Plus, 
and turn the computer off. 


The changes you made to the settings of the slots on the 
Control Panel won’t take effect until you start the computer 
again. 


e Turn on the computer again and restart Paintworks Plus. 


When you’re finished using AppleTalk, go to the Control 
Panel and change the settings of the slots back to the way 
they were. Then turn the computer off, turn it back on 
again, and restart Paintworks Plus. 


Page SetUp... 


Use Page SetUp to indicate how your printer is to print a 
picture on the page. 


Page SetUp determines how a printed picture will appear 
on a page: you can, for example, print a picture on its side 

(with the top and bottom of the picture parallel to the long 
edge of the paper rather than the short edge). 


The settings you choose are saved when you save the 
picture. 


To use Page SetUp: 

e Choose Page SetUp from the File menu. 

A dialog box appears. The settings you can choose differ 
depending on the type of printer you selected in the 


Chooser dialog box. 


Image Writer. If you chose ImageWriter in the Chooser 
dialog box, the Page SetUp dialog box looks like this: 


IMAGEWRITER/PRINTER 


Paper: ()US Letter 
OUS Legal 
© International Fanfold 
| CAa4 Letter 
Special Effects: 
[] 50% Reduction 
[_] No Gaps Between Pages 


Orientation: 


IE] cone) Cac 


These are the settings you can choose from: 
Paper: 
US Letter. For paper 8% inches wide and 11 
inches tall. (This option is automatically 


selected.) 


US Legal. For paper 8% inches wide and 14 
inches tall. 


International Fanfold. For International 
standard paper, 84 inches wide and 12 inches tall. 


A4 Letter. For European standard paper, 8% 
inches wide and 11% inches tall. 
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Special Effects: 


50% Reduction. The picture is reduced to 
half its normal height and width. 


No Gaps Between Pages. The picture is 
printed continuously, without page breaks. © 


Orientation: 


Tall Wide 


Tall. The picture is printed upright on the 
page, with the top edge at the top of the page. 
(This option is automatically selected.) 


Wide. The picture is printed sideways on the 
page, with the top edge running along the right 
side of the page. 


Laserwriter. If you chose Laserwriter in the Chooser 
dialog box, the Page SetUp dialog box looks like this: 


LASERWRITER/PRINTER wl.o 
Paper: @) us Letter ©) A4Letter 
~C)uStegal (©) B5 Letter 


Orientation: Vertical Sizing: 


le (@) Normal 
wh tessa co Compressed 


: i. Macintosh Like 
Printer Effects: 


| , [X] Smoothing? Reduce or 
ba Enlarge? [rool 


[x] Font Substitution? 


These are the settings you can choose from: 
Paper: 
US Letter. For paper 82 inches wide and 11 
inches tall. (This option is automatically 


selected.) 


US Legal. For paper 8% inches wide and 14 
inches tall. 


A4 Letter. For European standard paper, 8% 
inches wide and 11% inches tall. 


B5 Letter. For paper 15 inches wide and 11 
inches tall. 


11 


12 


Orientation: 


Tall 


Tall. The picture is printed upright on the 
page, with the top edge at the top of the page. 
(This option is automatically selected.) 


Wide. The picture is printed sideways on the 
page, with the top edge running along the right 
side of the page. 


Vertical Sizing: 


Normal. The printed picture looks just like it 
does on the screen (it’s printed with the same 
number of rows of dots as the image on the 
screen is displayed in). 

Compressed. The printed picture looks two 
thirds as high as the image on the screen (the 
page is printed with one and a half times the 
number of rows of dots as the image on the 
screen is displayed in). Select this option to fit a 
full-page picture on paper that’s being printed 
in the Wide rather than the Tall orientation. 


Macintosh Like. The printed image is one half 
normal size. 


Printer Effects: 


Smoothing. The printer adds extra dots in 
between points that form a line to produce a 
higher-resolution copy. 


Font Substitution. When you use certain 
fonts in a picture, a Laser Writer substitutes 
different fonts for the ones you’ve used when 
it prints the picture out. Some of the 
substitutions it makes automatically, others 
only if you tell it to. This option tells the 
Laser Writer to make the substitutions it does 
not do automatically. 


A Laser Writer substitutes its own fonts for the 
ones you ve used because its fonts have a 
higher resolution, so they’re clearer and 
smoother. When it doesn’t make a substitution, 
it just copies the fonts as they appear on the 
screen. Text that’s copied from the screen 
looks blocky. 


The table on the next page summarizes how 
Font Substitution affects the fonts you've 
chosen. For each font shown in the left 
column, the middle column shows the font 
that’s printed without Font Substitution, and 
the right column shows the font that’s printed 
with Font Substitution. 


13 


Font Without With 


Chosen Substitution Substitution 
Shaston Helvetica Helvetica 
Helvetica Helvetica Helvetica 
Courier Courier Courier 
Times Times Times 
Monaco Monaco Courier 
Geneva Geneva Helvetica 
New York New York Times 


Reduce or Enlarge. To reduce or enlarge the 
picture, type the percentage you want the 
picture reduced or enlarged by in the space 
next to Reduce or Enlarge. 


You can type a number from 25 to 400 (for 
example, 50% reduces the picture to half its 
normal size; 200% enlarges the picture to 
twice its normal size). 


The buttons in the box give you these choices: 


OK. Click OK to record the settings you've 
chosen. 


Cancel. Click Cancel to return any settings 
you ve changed to the way they were 
originally and to return to the drawing 
window. 


Print 


| 


Use Print to print a copy of a picture using the settings in 
the Page SetUp dialog box. 


To stop printing once it has started, hold down the 
command key and type a period. It may take a moment 
before the printer stops printing. 


To use Print: 


e Choose Print from the File menu, or hold down the 
command key and type P. 


A dialog box appears. The settings you can choose from 
differ depending on the type of printer you selected in the 
Chooser dialog box and the amount of memory in your 
computer. 


ImageWriter. If you chose Image Writer in the Chooser 
dialog box and you have no more than 512K of memory in 
your computer, a dialog box appears that asks, “‘Do you 
have a color ribbon?”’ 
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The buttons in the box give you these choices: 


OK. If you have a color ribbon in your printer, — 
click OK to start printing. | 


No. If you don’t have a color ribbon in your 
printer, click No to start printing. 


Cancel. Click Cancel to return to the drawing 
window without printing the picture. 


If you have more than 512K of memory in your computer, 
the dialog box looks like this: 


IMAGEWRITER/APPLETALK 


Quality: ©) Best 
@) Faster 
© Draft 

Page range: 


Copies:|1 | 


Paper Feed: @ Automatic © Hand Feed 


C1 color 


These are the settings you can choose from: 
Quality: 


Best. This option, which is intended for 
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printing high-quality text, should not be used 
to print Paintworks Plus pictures. 


Faster. This option, which is automatically 
selected, produces the most accurate color 
rendition of your pictures. 


Draft. Paintworks Plus can’t print a draft 
quality picture (Draft is intended for 
documents that are mostly text). If you select 
Draft, Paintworks Plus uses Faster. 


Page Range: 


Paintworks Plus always prints a single page at 
a time. 


All. Ignored. 


From:__ To: . Ignored. 


Copies: 


If you want more than one copy, type the 
number of copies you want. 


Paper Feed: 


You can use either continuous computer paper 


or single sheets of paper with Paintworks Plus. 


Put either kind of paper in your printer before 
you Start the printing process. 


Automatic. Ignored. 
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Hand Feed. Ignored. 


Color. Don’t choose this option if you have an 
ImageWriter I (the Image Writer I can’t print 
colors). If you have an ImageWriter II, choose 
this option if you have a color ribbon in your: 
printer. 


Laserwriter. If you chose Laserwriter in the Chooser 
dialog box, the Print dialog box looks like this: 


LASERWRITER/PRINTER 


Paper Source: 
@) Paper Cassette 
C) Manual Feed 


(Cancer) Coe) 


These are the settings you can choose from: 
Pages: 


Paintworks Plus always prints a single page at 
a time. 


All. Ignored. 


From: To: __. Ignored. 


Copies: 


If you want more than one copy, type the 
number of copies you want. 


Paper Source: 


Paper Cassette. For paper that’s in a cassette. 
(This option is automatically selected.) 


Manual Feed. For single sheets of paper that 
you feed into the printer by hand, one ata 
time. | 


The buttons in the box give you these choices: 


OK. When you’ ve selected the settings you 
want, click OK to start printing. 


Cancel. Click Cancel to return to the drawing 
window without printing the picture. Any 
settings you’ve changed are returned to the 
way the were originally. 
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Printing a Full-Screen Image 


The process you use to print a full screen image of a picture 
instead of the whole page has been changed. The way you 
print just the part of the picture in the drawing window has 
also been changed. 


You can no longer print a full-screen image of a picture by 
pressing command shift 4, as described on page 98 of 
your user’s guide. Instead, do this: 


If you want a full-screen image of just the picture 
(without the palette, tools, menu bar, and so on), press 
the spacebar or choose Full Screen from the Goodies 
menu. Otherwise, the picture you print will contain 
everything you see on the screen. 


Print the screen to disk. To do that, hold down the 
command key and type 3. Printing a screen image to 
disk in effect saves it as if it were a Paintworks Plus 
picture. (See page 99 of your user’s guide for more 
information.) 


Open the picture and print it like any other picture. 


Paintworks Plus and Draw Plus are trademarks of Activision, Inc. Apple, 
ProDOS, ImageWriter, LaserWriter, and AppleTalk are registered trademarks and 
IIGS is a trademark of Apple Computer, Inc. 


ACTIVISION. 


© 1987 Activision, Inc. KD-151-09 


Version 1.3 Update | 
-Paintworks Plus™ 
for the Apple® ITGS™ 
Additional Information to the Version 1.01 Update 


This Update explains the changes in the newest version of Paintworks Plus Version 
1.3, plus previous changes from version 1.2. These changes include the removal of 
copy protection and an update to the operating system and the font and print managers. 
If you have 512K of memory in your Apple IIGS, pay special attention to the changes 
affecting fonts and printing. Use this update in conjunction with the Version 1.01 
Update. ; | 


MAKING A BACKUP 

Paintworks Plus is no longer copy protected. This means that you can now make a 
fully workable backup copy for your personal use only. And, if you have a hard disk, 
you can easily install Paintworks Plus to work directly from boot-up. 


Floppy Disk: To back up Paintworks Plus to another floppy disk, you’lIl need the 
Apple IIGS™ System Disk. 


1. From the files on the System Disk, select SYS.UTILS and then 
SYSUTIL.S YSTEM. 

2. From the listing Work on Entire Disks select Duplicate a Disk. 

3. At the prompt Where is your source disk?, enter the slot and drive for your 
original Paintworks Plus disk. The slot number will be 5. If you have one 
drive, the drive number will be 1. If you have two drives, the drive number 
will be 1 or 2, depending on which drive you have your Paintworks Plus 
disk in. 

4. At the prompt Where is your destination disk?, enter the slot and. drive for 
the new disk that will be the backup copy. 

5. At the prompt Enter Name of New Volume, do not make any changes; you 

must use the default name of /Paintplus/. 

6. The program will now format the new disk and make a copy of Paintworks 

Plus. 


Hard Disk: If you are copying onto a hard disk, read paragraph two under “Making a 
Backup Copy” in the enclosed Activision Version 1.01 Update. Because this program 
is not copy protected, paragraphs one and three no longer apply. 


To install Paintworks Plus on a hard disk, follow these instructions using the Apple 

Finder. 

. Turn the computer on, making sure the Finder loads from your hard drive. 

. Insert the Paintworks Plus disk in your drive. 

. Open the root directory by clicking on the hard drive icon. 

. Open the Paintworks Plus program by clicking on its icon. 

. If you are using an Epson printer, proceed to step 6. If you are not using an 
Epson printer, skip ahead to step 8. | 

6. Open the SYSTEM folder found in Paintworks Plus. 
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7. Copy the DRIVERS folder from Paintworks Plus into the system folder 
found on your hard drive. ' 

8. Copy PAINTTOOLS and PAINTWORKS into the root directory in 
your hard drive. 


Store your original program disk in a safe place and use the backup copy for 
everyday use; that way, you won’t risk damaging your original. And remember, 
you must be a registered owner to be eligible for support and program updates. 


NOTE TO OWNERS WITH 512K MEMORY 
eAt times, you may get a Memory Full warning box to which you’ll be requested to 
respond. Press the RETURN key, since the mouse may not be active. | 


eIf you have 512K of memory in your Apple IIGS, there are a few instances where 
it is possible, but not likely, that your use of the paint bucket may be limited. 

When the memory becomes very full, you may not be able to use the paint bucket 
to fill a large area with color. Or, if the object was drawn using a filled shape, 
using the paint bucket immediately afterward to change the color of that shape may 
cause the shape to be erased from the screen. 


eAs the memory gets full, there may not be enough to edit your color palette. If it 
becomes necessary to edit it, be sure to save your picture before choosing this 
option. If there is not enough memory to edit the color palette, you’ll have to 
restart Paintworks Plus, open your picture file, and then choose Color Palette. 


eAs the memory gets full, using the lasso or marker box tools to copy an area may 
result in a Not Enough Memory warning box. If this occurs, click OK or press 
Return. Your selected area will be located on the right side of the screen. Use the 
mouse to drag it to its original position. Using the Undo command after the 
warming is displayed will not undo the operation and will place the selection 
permanently in your picture. 


ADDITIONAL CHANGES 


CHOOSER FROM THE FILE MENU 
(pages 4 - 7 of the Version 1.01 Update) 


If you have 512K of memory, Chooser will not be available to you. Should you 
select Chooser, a dialog box stating Sorry, not enough memory will appear. 
Click on the button OK to get back to your work screen. Paintworks Plus is 
currently set for the ImageWriter printer. You must have at least 768K of memory 
to select a different printer from the Chooser. 


If you have at least 768K of RAM in your computer, follow the instructions as 
listed in the Update. In addition to the printers already listed, Paintworks Plus now 
supports the Epson series of printers. Specifically, it has been tested with the 
Epson EX-800, FX-85, FX-286E, JX-80, LQ-1000, LX-800 and RX-80. 
Paintworks Plus should also support other Epson printers in those respective 
families. 


‘The 5a EX, FX, JX, LX, and RX printers require the Grappler Plus, GraphiCard or 
Parallel Pro interface. The LQ series requires the GraphiCard or Parallel Pro interface. 


To use a LaserWriter printer, follow the instructions as described in Printing Pictures 
on page 3 of the 1.01 Update. The instructions for choosing an Epson printer are the 
same; just choose the appropriate interface card as listed above. 


PAGE SETUP FROM THE FILE MENU 
(pages 8 - 14 of the Version 1.01 Update) 


The design of the dialog boxes that appear when you choose Page SetUp are now 
slightly different. The ImageWriter and Epson boxes now include the option Vertical 
Sizing: Normal or Condensed. In addition, Special Effects is now called Printer 

_ Effects. 


When printing with an ImageWriter or Epson printer, do not select condensed and 
wide orientation together or condensed, 50% reduction and wide orientation together. 
If you do, your document may not print properly. 


The LaserWriter box contains a change under the Vertical Sizing option. Com- 
pressed is now called Intermediate, and Macintosh Like is now called Condensed. 


PRINT FROM THE FILE MENU 
(pages 15 - 19 of the Version 1.01 Update) 


For 512K computers, choosing Print from the File menu will automatically make a 
dialog box appear that asks Do you have a color ribbon?. If you are using an 
ImageWriter II with a color ribbon, click on the button YES; otherwise select NO. 


If you have more than 512K RAM, you'll see that the design of the ImageWriter 
~dialog box that appears when you choose Print from the File menu is now slightly 
different. In the option Quality, Best is now called Better Text and Faster is now 
called Better Color. In addition, in the Paper Feed option, Hand Feed has been 
changed to Manual. The Epson dialog boxes appear the same as the Image Writer, 
although the Epson printers will print only in draft mode. The LaserWriter dialog box 
remains the same. 


CHOOSE FONT FROM THE FONT MENU 
(pages 25 - 28, 130 -132 of the Instruction Manual) 


The design of the dialog box that appears when you choose Choose Font from the 
Font menu is now slightly different. If you have at least 1.25 MByte of memory, 
you'll be able to select from 13 different fonts. As you highlight the name of each 
font, you’ ll notice the numbers in the Size box change. These are the “best sizes” for 
each particular font: the printed quality of the font is at its highest in these sizes. If 
you want to use another size, just type in any number between 6 and 36 in the box 
called Other Size. 

If you have only 512K of memory in your computer, you'll see a list of six different 
fonts and four different sizes (8, 12, 14, 16) from which you can choose. In addition, 
you'll see all of the six typestyles that are available. The fonts are Shaston, Venice, 


Times, Helvetica, Hollywood, and Cairo. To use more fonts or larger sizes, you ‘ll 
need to increase the memory in your Apple IIGS. 


ACTIVISION’S BULLETIN BOARD SYSTEM 

If you have a modem, you can call the Activision Electronic Support BBS 24 hours 
a day, seven days a week. Call (415) 940-6084 (through April 30 ) for product 
information, technical support, and game hints. You can even download songs. And 
art, stacks, or purchase new products. Even join some of the special interest groups 
for other Activision products. ( After May 1, telephone Product Support at (415) 
940-6099 for our new BBS number) 
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